15/07/2004 15:10 +492022570372 



DRAUDT US PAT AGENT 



S. 



CLAIMS 

1 . (currently amended) An interior light assembly for motor vehicles, the 
interior light assembly comprising; 

a frame having a frame opening and defining an Interior of the Interior light 

assembly : 

at least one lens arangcd in connected to the frame and filling out the frame 

opening: 

at least one illumination element and at least one electroluminescent film 
arranged within the area of the frame opening behind the at least one lens in ^ the interior 
of the interior light assembly so that light emitted bv the r^trtdt at least one illumination 
element and the at least one electroluminescent film passes from the interior through the 
at least one Jens an^nged in the frame opening for illuminating a vehicle interior arrang e d 
i ^ehind the a t l east on e l ens in th e int e rior of th e int e rior l ight assemb l y . 

2. (previously amended) The interior light assembly according to claim 1 , 
wherein the at least one electroluminescent film is attached to a backside of the at least 
one lens facing ttie interior of the interior light assembly, 

3. (previously amended) The interior light assembly according to claim 1 , 
wherein the at least one electroluminescent film has a contour identical to a contour of the 
at least one lens. 

4. (previously amended) The interior light assembly according to claim 1 , 
wherein the frame surrounds the at least one lens. 

5. (previously amended) The interior light assembly according to claim 1 , 
wher^n a first one of the at least one lens Is conrelated with the at least one illumination 
element and a second one of the at least one lens Is correlated with the at least one 
electroluminescent film. 

6. (previously amended) The interior light assembly according to claim 5, 
wherein the first lens for the at least one illumination element Is smaller than the second 
lens for the at least one electroluminescent film. 

7. (previously amended) The interior light assembly according to claim 5» 
wherein the first lens for the at least one illumination element has a backside facing the 
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Interior of the Interior light assembly 

8. (previously amended; 
wherein the at least one optic is 

9. (previously amended] 
wherein the at least one illuminatio i 



and provided at least partially with at least one optic. 
The Interior light assembly according to claim 7, 
co|nprised of serrations or corrugations. 

The Interior light assembly according to claim 1 , 
element Is an Incandescent light bulb. 
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